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Absolute Maximum Rathrags” 


OC Supply Voltage... ow ce ee —0.3V to +5.0V 


Input/Output Voltage 2... Veg —0.3V to Vag +0.3V 
Operating Ambient Temperatura... 0... —10°C to 60°C 
Storage Tamporature.. oo. eee —55°C to 125°C 


* Comments 


Stress above those Iisted under “Absolute Maximum 
Ratings’ may cause permanent damage to tha device. 
These sre xtress ratings only, Functional operation af 
thls device at these or any other conditions above those 
indicated in tha Operational sections of this specification 
ig not implied and exposure to absolute maximum rating 


conditions for extended periods may affect device 
reliability. 


Electrical Cherectar istics 


Features (Veg = OV, Tam = 25°C, Fag = 106496 Hr, unless otherwise specified.) 


® Three sounds can be selected m A magnatic speaker can be driven by connecting two 


8 Typical 3V operation voltage NPN transistor 


= RC oscillator is builtdn om Fast tert capability 


3 Mono-tone pertormanca a Power on reset 


General Daseription 
Tha UM3582 is @ low-cost, low-power CMOS LS] designed 
for use in toy applications. Sincs tha integrated circuit 


module can ba constructrd with oniy a few additional 
components, Ths UM3562 contains circuit to produca 


includes oscillating and selector circuits, 2 compact sound three GUN sounds. 


This pin is used for tasting, In normal operation tha pin is open 
Sound effect sallect pin 

Ve Negative pawer supply 

TRI Trigger pin 

Mono ton@ output 


. Block Diagrara 


. Pin Canfiguration 


Normally open may connect a resister to ground to adjust machine gua 
shoots rates. 


(_ecomtion = ™—CNC®SO connection 


peti TIMER NOISE” 


CONTROL 
; GENERATOR GENERATOR 
OSCILLATOR . 


Functions! Description 
Sound Selection 


SEL pin ls tri-state control pad for sdecting threa kinds of sound effects. 


ENVELOP 
CONTROL 


SELECTOR OUTPUT 


TRIGGER 


The decision of sound effects will be based on the damo. 
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UM3562 
Typica! Application | Bonding Diagram 
1. WITHOUT LED 
STAT Wea’ SEL OSC 
Pad No, Designation x Y 
: , ose 68) 622.5 
dase 2 SEL 449 622.5 
TRIGGER E 30 Ven —427 638.5 
ipl 
a 4 TRI 663 622.5 
5 OUTPUT -633 ~641.5 
6 NC ~447 —625.6 
ourputT 7 ADS 449 -~613,5 ‘i 
R3= 100K F 
ADJ NC Yoo 8 Voo 661 —641.5 
1.86 mmm : 
2, WITH LED mane 
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